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Environmental policy -

A GROWING ENVIRONMENTAL AWARENESS OF THE PROBLEMS OF THE ENERGY-CONSUMING BUILDINGS

The environmental conservation and the energetic sustainable eco-management are now a worldwide vital issue. The building represents an important
aim because it is responsible for more than 25% of the worldwide greenhouse gas emissions. A large number of economical players have become
aware of this emergency and are now asking for better living conditions and for an improved building quality.

As a result, the HQE® (French High Quality Environmental standard) and all its intemational variations (as LEED) were created on the global market.
These policies, which were at the beginning voluntary appreaches, turn then to norms, which are now applied by all the stakeholders of the building
and of the environment.

URBAN DENSIFICATION AND QUALITY OF LIFE: UNADAPTED INDICATORS

The architects and the urban planner are now facing the issue of a sustainable city planning, in oder to fight against the urban spread without spailing
the living conditions of the inhabitants. The guidelines of the current building sector, for example the SHON (net gross floor area) or the COS (floor
occupation coefficient), don't allow to respond to these issues. Indeed, the use of the SHOMN, as a legal value, slow up the development of double walls
of fagade and of heat insulation by cladding because it leads the architects to create the smallest SHON for the biggest net area. That's why new
coefficients must be developed, for example the Biotope Coefficient Area (CBS). That indicator, used in many European cities like Berlin, promotes the
resort to green walls and green roofs, in order to ameliorate the global bictope of the city.

CANEVAFLOR"™'S GREEN WALL: AN ENVIRONMENTAL TOOL, ADAPTED TO VERTICAL SURFACE AREAS, FOR A NEGATIVE CARBON
FOOTPRINT OF THE BUILDING

Canevaflor®, involved in this environmental approach since the early beginning, has created a depolluting green wall in a sustainable perspective.
This wall, protected by a patent, has three environmental assets: heat insulation, acoustic insulation and air depollution. These three environmental
tools are presents since the early conception of the wall, thanks a respectful use of materials and skills.

This wall, used as a cladding with an added insulation, brings a global solution for an improved thermal comfort, in summer as well as in winter, This
concept allows reaching an high performance for saving energy, by giving the buildings a negative carbon footprint. The combination of the carbon
storage by plants and the biofiltration process by the substratum allows purifying a green house gas gquantity bigger than the one which is emitted by
the building.




Environmental

udlities —

A HIGH DEPOLLUTING
SUBSTRATUM

A GOOD RESPONSE TO THE URBAN PROBLEMS

In cities, inhabitants are facing three pollutions sources: . .
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Canevaflor™s green wall is a one of the most efficient phonic protections.
Its phonic qualities have been certified by the CSTB (french certification
laboratory): they reach the value of 20 dB (category A4) in the absorption
field and the value of 32 dB (category B3) in the isolation field, which

correspond both to the maximal steps of the CSTB french categorization.

REMARKAELE AESTHETIC QUALITIES

AN ENERGETIC IMPROVEMENT OF THE BUILDINGS

The qualities of the Canevaflor™s green wall are
Canevaflor™s green wall improves the heat insulation capacity of

the buildings, and helps them to reach all the recommendations
of french thermal regulation RT 2005 and to obtain
eco-building labels, like THPE (high energy saving

not only environmental. There are not only

aesthetic but they are also insensible to the wall

building), BBC ( low energy consuming building)
and BEPAS (passive building) (french equivalent
of passivhaus and minergie).
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building in the landscape too.




Local partners: The locksmiths

"ZERO CARBON" AIM

The supplying in furniture generates little carriage
pollution. Canevaflor™ creates the project long before
and then, under contracts the fabrication to local
partners.

A VALORISATION OF THE LOCAL SKILLS

The local locksmiths prepare and install the wall pieces. Then, the works foreman of the
Canevaflor® company is sent to control the installation. As a result, the Canevaflor™s
green walls can be exported in all parts of France and in all the foreign countries by
lowing the road transport pollution.








































